
SCHEDULE 1 - SPECIFICATION 

The Specification for the Boat is as attached to this Agreement, signed and dated by the 
Parties.  

Austhai 1150 Divecat Full Cabin – General Specifica;ons 

Length of Hull ( LH ) 9.10m 

Length Waterline ( LWL ) 8.45m 

Maximum Length ( LMax) 9.90m 

Beam   3.31m 

Displacement ( Kg ) Light Ship  3900 

Full Load  7900 

Stores ( litres ) Fuel –     900 

Water – 100 

Engines Twin Yanmar 6PLA @315HP with shaQ drives 

CONSTRUCTION Infusion construcYon using polyester resin, PVC foam and EGlass 

fibers 

 Inclusions – 

Fuel tanks, SS, approx. 900 litres, pressure tested 
Fuel filters/water separators X 2 
Fuel Sight Gauges X 2 
Fuel tanks earthed to external anode 
Console switches – 1 x 6 gang, 1 x 3 gang 
Compass 
Simrad GPS with sounder 
VHF Radio 
Steering, hydraulic with power assist 
Steering wheel 
Windscreen wiper, heavy duty 2 speed x 1 
Windscreen washer 
Navigation Lights 
Cabin lighting 
Mooring lights 
Batteries, heavy duty, 150 AH X 3 
Battery switch, 3 position 
Bilge pumps, electric, 2000 GPH X 4 
Bilge pump control switch, console mounted X 4 
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Electric toilet with holding tank 
Seat for 14 divers with 2 tanks behind each seat 
Floor hatches X 4 with storage under 
Foredeck access hatch  
Stainless anchor bollard and roller 
Electric anchor winch 
Deck cleats X 6, 10 inch SS 
Deck mounted fuel fill X 2,  
Deck mounted water fill X 1 
Hull mounted breather vents, fuel X 2, water X1 
Transom Door, SS frame 
Extended swim platform with SS rails 
Boarding ladder, SS, double hinged  
Ice box under captain’s seat 
Stereo entertainment system 
Antifouling 
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