
 
 

 

Inspection and report carried out by Rob Daglish. 

Qualified Shipwright/Boat Builder. 

Qualified Marine Surveyor. Cert 4 and Diploma. 

Industry experience since 1980. 

Member of Australian Institute of Marine Surveyors 

Member of Shipwright & Boatbuilders Australia. 

0408 336 427 

   rob@boatspecmarinesurveys.com 

 

                                  INSURANCE INSPECTION REPORT  

 
CLIENT 

 

SEBASTIAN HULTIN 

EMAIL 

 

sebastian.hultin@gmail.com 

PHONE 

 

0423 622 602 

VESSEL NAME 

 

" GEORGIA EXPRESS" 

VESSEL TYPE 

 

MUMM 36 

REGISTRATION 

 

MUMM36N 

HIN 

 

AU-WWA093055A60 

LOCATION INSPECTED 

 

d'Albora Marina, Mosman. 

DATE OF INSPECTION 

 

9/7/2024 

CONSTRUCTION 

 

GRP 

BUILDER 

 

Cookson, NZ. 

LAUNCH DATE 

 

1993. 

CARRIED OUT 

 

IN WATER  ✓ OUT OF WATER ✓  

MEASUREMENTS  

 

LOA 10.09m BEAM 3.6m DRAFT 2.2m 

 
SCOPE OF WORK The purpose of this inspection and survey report is to determine, 

insofar as possible within the limitations of visual and physical 
accessibility, through non-invasive and non-destructive means, the 
vessels condition in the opinion of the surveyor at time of inspection. 
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                  EXTERNAL STRUCTURE AND FITTINGS.  

 
         ITEM ACCEPT REJECT                                DETAILS 

 

KEEL ✓   Fin keel with bulb. 

No hit damage to the leading edge.  

No grounding damage to the base of the bulb. 

No movement of the hull and keel interface.  

 

SKIN FITTINGS ✓   Skin fitting faired into the hull surroundings.  

No issues noted.  

 

PROPELLER(S) ✓   2-blade folding propeller, changing to a new 3-blade folding 

propeller at time of inspection.  

No electrolysis issues discovered on the 2-blade propeller, 

changing for performance reasons only.  

 

RUDDER(S) ✓   Single spade rudder considered adequate surface area and 

depth for efficiency.  

No hit damage or delamination issues discovered.  

No excessive wear or movement of the rudder stock bearing.  

 

SHAFT(S) ✓   No lateral movement of the sail drive propeller shaft.  

 

BELOW W/L. ✓   The wetted surface area is fair to the eye with no hit damage, 

delamination of cracking of the hull structure.  

The antifoul coatings are well adhered to the substrate with 

no build-up of coatings noted.  

 

TRANSOM ✓   Walk-through transom, integral to the hull build.  

No impact damage or movement of structure.  

 

TOPSIDES ✓   Moulded GRP topsides, fair to the eye with no hit damage or 

delamination issues discovered.  

The surface is in excellent condition and demonstrates good 

gloss retention.  

All striping and decals are intact.  

 

DECKS ✓   All decks and cockpit sole are firm underfoot. 

The decks percussive test as sound with no core issues 

discovered. 

Painted non-skid displays adequate profile for anti-slip 

efficiency. 

Fwd deck hatch in good and serviceable condition, lockable 

for security. 

 

 

 

 



PULPIT & RAILS ✓   25 mm stainless steel pulpit rail, through bolted and secure. 

No hit damage or deviation of shape. 

25mm tapered stanchions with inboard bracing, securely 

attached. 

1x19 life line wires well tensioned. 

 

CABIN ✓   GRP Cabin integral to the deck moulding. 

Cabin top is firm underfoot and percussive tests as sound. 

Fixed acrylic cabin windows, well adhered with no water 

ingress. 

Cabin side surfaces show good gloss retention and present 

well. 

No movement, fracture, or delamination issues discovered. 

 

 

             INTERNAL HULL STRUCTURE AND FITTINGS. 

 
      ITEM ACCEPT REJECT                            DETAILS 

SEA COCKS ✓   Composite valves on: 

• head intake. 

• head discharge 

• galley sink waste. 

Metallic ball valve on engine intake. 

All valves secure and operational. 

Sea connection plumbing requires double clamping. 

 

EXHAUST ✓   Wire reinforced suction hose (new) from engine elbow to 

water lock. 

Suction hose creates adequate swan neck prior to outlet at 

the stern. 

No exhaust gas or water leaks sighted throughout. 

 

KEEL BOLTS ✓   M24 keel bolts hammer test as sound.  

No water ingress from the fastenings.  

All bolts torqued to specification and paint marked.      

 

STEERING ✓   Tiller steer. 

No issues noted, 

 

ENGINE BEDS ✓   GRP engine buds appear robust and adequate for the engines 

displacement and horsepower with no movement or fracture 

of structure. 

 

KEEL FLOORS ✓   Longitudinal stringers and transverse keel floors are a 

welded aluminium grid structure, secure with no movement, 

fracture, or corrosion issues 

 

SHAFT GLAND ✓   Sail drive. No issues noted.  

 



FUEL TANK ✓   Stainless steel fuel tank with no leaks or material issues 

discovered. 

 

FUEL LINES ✓   Fuel rated hoses. 

No leaks at lines or fittings. 

 

BATTERIES ✓   Engine cranking is 70 amp-hour Victron Lithium. 

House is 2x 120amp-hour Lithium Victron Lithium. 

All batteries are secure. 

Engine cranking in lidded box in engine space. 

House batteries secure in fan ventilated stowage. 

All battery systems have been professionally installed and 

comply all known regulation standards. 

For any specific regulation details please contact TK 

Electrics. 

 

BILGE PUMPS ✓   12-v electric bilge pump, operational.  

2x manual diaphragm pumps, operational.  

 

 

                                                         ENGINE 

 
MAKE: 

Yanmar 

 

MODEL: 

2YM15. 

ENG NUMBERS: 

E09745 

 

PROPOLSION: 

Sail drive 

ITEM ACCEPT REJECT                                 DETAILS 

COUPLING  ✓   Seal clamp ring in good and serviceable condition with no 

corrosion issues. 

 

MOUNTS ✓   Flexible mounts appear robust and serviceable. 

All vibration dampeners intact. 

 

FILTERS ✓   Primary and secondary filters, no issues noted.  

 

BELTS ✓   Toothed belt in serviceable condition, aligned and tensioned. 

 

GENERAL COND ✓   The motor has been recently fitted new with 42 hours 

registered. 

The engine was professionally installed with invoices 

sighted. 

The engine alternator has been upgraded to a 'smart' 

programable alternator with external regulator,  specific for 

the cranking battery. 

No issues discovered. 

 

 



                                                           GAS SYSTEM 

 

ITEM ACCEPT REJECT                                DETAILS 

COMPLIANCE   No LPG onboard.  

 

DATED    

 

LOCKER   No LPG onboard. 

 

DRAIN    

 

SECURITY    

 

PLUMBING   No LPG onboard. 

 

 

 

 

 

                                                                  RIG 

 

ITEM ACCEPT REJECT                                 DETAILS 

MAST/BOOM ✓   Keel stepped anodized aluminium mast section. 

Aluminium boom and boom vang secure at 

gooseneck attachments. 

Double spreaders, swept and foiled. 

 

STANDING 

RIGING 
✓   Dyform compressed stainless steel wires at capping 

shrouds and lower shrouds. 

1x19 backstay. 

Forestay covered by bolt rope track. 

Open sided rigging screws at shroud bases appear 

robust and serviceable. 

7mm backstay. 

8mm capping shrouds. 

7mm lower shrouds. 

All clevis pins secure. 

 

RIGGING AGE ✓   March 2021. 

Docs sighted 

 

RUNNING 

RIGGING 
✓   Various braided lines, sheets, and halyards in good 

and serviceable condition. 

 

 
 

 

 



Marine radio & EPIRB required if two nautical miles offshore.                            E = enclosed waters. 

                                                                                                                                            0 = Open waters 

 

SAFETY EQUIPMENT   
 

ITEM ACCEPT REJECT                    DETAILS 

ANCHOR E+O ✓   Danforth 22 S aluminium anchors x2, complies to 

AS regs. 

WARP E+O ✓   6mm long link gal chain & 12mm Synthetic rode 

in serviceable condition. 

WINDLASS  o   NA. 

BITTER END E+O    

NAV LIGHTS E+O ✓   Tested and operational at time of inspection. 

FLARES O ✓   Sighted in service date 6/25. 

EXTINGUISHER E+O ✓   2x1kg dry chemical extinguishers showing charge. 

BUCKET.  ✓   Sighted on lanyard. 

V-SHEET O ✓   Sighted 

SOUND SIGNAL E+O ✓   Trumpet plus manual air horn. 

MAP/CHARTS O ✓   Electronic plus paper charts. 

TORCH E+O ✓   Sighted, operational. 

LIFE JACKETS E+O ✓   11 inflatable PFD's, serviceable. 

COMPASS O ✓   Electronic, 2x magnetic, plus handheld. 

DRINK WATER O ✓   Adequate. 

EPIRB O ✓   Sighted in service date. 

MARINE RADIO O ✓   B&G VHF, B &G repeater, Icom handheld VHF. 

Icom HF. 

Sat phone. 
 

 

All safety equipment carried on board must be: 

• In good condition and meet appropriate standards or specifications.  

• Maintained or serviced according to manufacturer’s specifications.  

• Replaced before the expiry date listed by manufacturer (if applicable) 

• Stored in an easily accessible location.  
 

It is the responsibility of the operator to ensure all lifesaving equipment is carried and maintained in 

accordance with the conditions and in the area the vessel is to operate. Refer to 

rms.nsw.gov.au/maritime or call: 131236. 

 

 

 



Conclusion: 

Following instruction from Sebastian Hultin, the Mumm 36 “Georgia Express,  was 

thoroughly inspected both in and out of the water at d’Albora Marina, Mosman on the 

above date. 

During the inspection, no issues were discovered that would jeopardise the structural 

integrity or performance of the vessel.  

The following findings are listed for your consideration. 

 

• Double hose clamps to be fitted to sea connection hoses.  
 

Evaluation 

After thorough investigation as outlined in the above report, it is the opinion of the surveyor 
that the current value of the vessel is $125,000 to $130,000  AUD (one hundred and twenty 
five thousand to one hundred and thirty thousand Australian dollars) at time of inspection. 
The value of the vessel can fluctuate according to market forces and economic 
circumstances. 
The surveyor has no interest in the vessel financially or otherwise. 

 

Disclaimer: 

All reasonable endeavours have been made to disclose any faults or defects present or latent 

throughout the inspection. 

It is bought to the attention of the client that hidden or inaccessible parts of the vessel, could not be 

discovered without interfering with the vessels structure or fittings. 

No destructive testing was carried out and no interfering with the vessels structure or fittings 

occurred, therefore the surveyor will accept no responsibility for such defects. 

This survey report covers the condition of the vessel at the time of the survey only. 

The report has been prepared for the private and confidential use of my client and will not be 

reproduced in part or whole without expressed written permission of Boat Spec Marine Surveys. 

 

               Rob Daglish 

 

           

                9/7/2024 

 

Shipwright/Boatbuilder                                   

Accredited Marine Surveyor    

      

 

 



 

 



 

 



 

 


